
DESIGN DIY

WHAT 
YOU NEED

This is the eigth in our Working with Wood series 
presented by Greg de Villiers. Throughout the 
series we will introduce you to some amazing new 
tools on the market that take the ‘work’ out of 
woodwork.

Cutting list
2 x 19mm x 89mm x 930mm (front leg)
2 x 19mm x 89mm x 900mm (back leg)
2 x 19mm x 184mm x 330mm (upper side  
     rail)
2 x 19mm x 89mm x 420mm (lower side rail)
1 x 19mm x 184mm x 725mm (back)
1 x 19mm x 89mm x 725mm (back rail)
1 x 19mm x 235mm x 720mm (lid)
1 x 19mm x 64mm x 720mm (lid front)
1 x 19mm x 64mm x 725mm (lid support)
1 x 19mm x 485mm x 725mm (desk top)

2 x 64mm brass flush hinges
45 x Kreg 32mm coarse-thread pocket-hole  
     screws 
Wood glue

Tools
Festool Track Saw and Multi-Function 
Table, Festool Jigsaw, Triton Cordless 
Drill and Impact Driver, Triton Geared 
Eccentric Sander, Kreg K4 Pocket Hole Jig, 
tape measure, pencil, paintbrush

This clever desk 
with a folding lid is 

surprisingly easy  
to make!

Simply 
  stylish!
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It’s easy to enhance your lifestyle with trendsetting DIYs.

1 Cut all the parts to size, according to 
the cutting list. 

Cut a 10° angle in 
one of the 184mm 

ends of each upper rail. 
Then, with your pocket-hole 
jig set up for 19mm material, 
drill two pocket holes into 
each of the 184mm ends. In 
th same way, cut a 10° angle 
in one of the 89mm ends of 
each lower rail. Then drill 
two pocket holes into each 
of the 89mm ends. 

Drill pocket holes where shown on the desk 
top. Also drill a 50mm hole near the back 
edge for power cords to pass through.

5

Attach the back to the 
desk top using pocket-
hole screws, then attach 
these pieces to one of 
the side assemblies. 
Also attach the back rail, 
aligning it with the lower 
side rail.

6

Drill pocket holes in the 
lid support and lid front, 
as shown.
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What you do Cut both ends of the front 
legs at parallel 10° angles. 
Then use a paint tin or 
something similar to lay 
out the radius on one end 
of the front legs, and cut 
them to shape with a jig 
saw.

Now attach the legs to the rails using pocket-hole screws. The 
angled edges of the upper and lower rails will join to the front 
leg. 
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WIN with 
Tork Craft

Tork Craft is giving away FIVE  
6-piece Screwdriver Sets
This set has wooden handles made from English beech 
wood with a protective coating, a hammer cap made 
from steel and a hexagon spanner grip.  They also 
include magnetic tips on chrome vanadium shafts. The 
set includes 3 x slotted screwdrivers and 3 x Phillips 
screwdrivers (75mm, 100mm and 150mm).

www.vermontsales.co.za
www.workingwithwood 
www.facebook.com/thegardenermag

To enter the competition and stand a chance to win this great prize, please go to our Facebook pages and 
like and share the competition post, and tag @VermontSales, @triton_za, @kreg_za, @festool_za and  
@torkcraft_za on Instagram. Competition ends 18 December 2017. Terms and conditions apply.

Bring in the other side 
assembly and secure 
it.

Paint the desk and put it to work. 

Attach the lid front to 
the lid using pocket-
hole screws. Note that 
the lid front is set back 
13mm from the edge 
of the lid. Fit a pair of 
hinges on the lid, and 
connect them to the 
lid support. 
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Attach the lid support 
64mm above the 
desktop, using 
pocket-hole screws. 

http://www.facebook.com/TheGardenerMag
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